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SITE PREPARATION NOTES: 


1. 


THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION 
AND/OR ELEVATION OF EXISTING UTILITIES AND STRUCTURES AS 
SHOWN ON THESE PLANS IS BASED ON RECORDS OF VARIOUS 
UTILITY COMPANIES AND WHERE POSSIBLE, MEASUREMENTS TAKEN 
IN THE FIELD. THIS INFORMATION IS NOT TO BE RELIED ON AS 
BEING EXACT OR COMPLETE. THE LOCATION OF ALL 
UNDERGROUND UTILITIES AND STRUCTURES SHALL BE VERIFIED IN 
THE FIELD BY THE CONTRACTOR PRIOR TO THE START OF 
CONSTRUCTION. 








2. THE CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY 


COMPANY, ANY GOVERNING PERMITTING AUTHORITY, AND ”DIGSAFE” 
AT LEAST 72 HOURS PRIOR TO ANY EXCAVATION WORK TO 
REQUEST EXACT FIELD LOCATION OF UTILITIES AND THE ENGINEER 
SHALL BE NOTIFIED IN WRITING OF ANY UTILITIES INTERFERING WITH 
THE PROPOSED CONSTRUCTION AND APPROPRIATE REMEDIAL ACTION 
AKEN BEFORE PROCEEDING WITH THE WORK. IT SHALL BE THE 
RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING 
UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS 
SHOWN ON THE PLANS. 














































































































ALTHOUGH CERTAIN ITEMS HAVE BEEN NOTED ON THIS DRAWING 

FOR DEMOLITION, NO ATTEMPT HAS BEEN MADE TO DELINEATE EACH 
AND EVERY ITEM THAT REQUIRES DEMOLITION FOR THE COMPLETION 
OF THE PROJECT. THE CONTRACTOR WILL BE RESPONSIBLE FOR 
A 
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NECESSARY DEMOLITION WORK TO COMPLETE THE PROJECT. 
EN & MAJOR ASSOCIATES, INC. IS NOT RESPONSIBLE FOR SITE 
EMOLITION ITEMS NOT SHOWN ON THE SURVEY, OR SPECIFICALLY 
NOTED. THE DEMOLITION NOTES AND ARROWS ON THIS PLAN ARE 
TYPICAL AND DO NOT REFLECT QUANTITY. 
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THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY 
F ALLEN & MAJOR ASSOCIATES, INC. ITS INTENDED USE IS TO 
ROVIDE INFORMATION. ANY ALTERATION, MISUSE, OR 
ECALCULATION OF INFORMATION OR DATA WITHOUT THE 
EXPRESSED, WRITTEN CONSENT OF ALLEN & MAJOR ASSOCIATES, 
NC. IS STRICTLY PROHIBITED. 














AVUVO 




















GRAPHIC SCALE 


10 (0) 5 10 20 40 


a a 9 


( IN FEET ) 
linch = 10 ft. 


BRIAN D. 
JONES 
CIVIL 
No. 49212 





PROFESSIONAL ENGINEER FOR 
ALLEN & MAJOR ASSOCIATES, INC. 























DESCRIPTION 
APPLICANT\OWNER: 


2-14 MEDFORD STREET, LLC 
455 MASSACHUSETTS AVE, STE 1 
ARLINGTON, MA 02474 


PROJECT: 


455-457 


MASSACHUSETTS AVE 
ARLINGTON, MA 02476 





PROJECT NO. 2729-03 | DATE: 8/20/2021 


SCALE: DWG. NAME: 2729-03 





DESIGNED BY: JG/ARM | CHECKED BY: ARM/BDJ 


PREPARED BY: 


ALLEN & MAJOR 
ASSOCIATES, INC. 


civil engineering land surveying 
environmental consulting «landscape architecture 
www.allenmajor.com 


100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 935-6889 
FAX: (781) 935-2896 


WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 


THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 


DRAWING TITLE: SHEET No. 


SITE PREPARATION PLAN C-101 


Copyright©2021 Allen & Major Associates, Inc. 
All Rights Reserved 








SHARED PARKING SUMMARY TABLE 


"MIXED—USE” SHALL BE THE SUM OF USES COMPUTED SEPARATELY sane 





BICYCLE PARKING SUMMARY TABLE 





*FOR MIXED-USE DEVELOPMENT, THE FIRST 3,000 SQUARE FEET OF 
NON—RESIDENTIAL SPACE IS EXEMPT FROM THE PARKING 
REQUIREMENTS OF SECTION 6.1 IN THE ARLINGTON ZONING BYLAW 


SERVICE: 5,377 S.F. 
| PER SOG. SF. =] 
BUSINESS: 1,255 S.F. 
1 PER 500 S.F. ~1 x 1,255/500 = 2.5 

OTHER RETAIL: 1,951 S.F. 

1 PER 300 S.F. ~1 x 1,951/300 = 6.5 
ONE-BEDROOM APARTMENT UNIT (APARTMENT: 13 UNITS) 


7.9 
2.5 
6.5 
1.15 PER UNIT > 1.15 x 13 = 15.0 15.0 


TOTAL REQUIRED PARKING BASED ON INDIVIDUAL USES: 51.9 
TOTAL PARKING PROVIDED: 16* 








SHORT TERM BICYCLE PARKING (EXTERIOR) 





LONG TERM BICYCLE PARKING (INTERIOR) 


CALCULATION MIN. REQUIRED TOTAL PROPOSED 


1.5 PER UNIT 
APARTMENT ees 20 
BUILDING 13X% 1.5 = 19.5 
REQUIRED 
0.1 PER 1,000 SF 
OTHER RETAIL OR 3 
SERVICE (7338) xX 0.1 = 
0.7 REQUIRED 
3 
26 


x (5,377-3,000)/300 = 7.9 
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BUSINESS BUSINESS 





)xX 0.3 = 


ADA SPACES REQUIRED: REQUIRED 


(1-25) TOTAL PARKING SPACES PROVIDED, 1 SHALL BE THE MINIMUM ADA PARKING 
PROVIDED, 1 SPACES BEING VAN ACCESSIBLE. 


LEGEND 


PROP. PROPERTY LINE 
SIGN 

BOLLARD 

BUILDING 

BUILDING ARCHITECTURE 


BUILDING INTERIOR WALLS 


CURB 
* RELIEF REQUESTED FROM THE ARB FOR THE REQUIRED NUMBER OF PARKING 
STALLS AND THE DRIVE AISLE REDUCED FROM 24’ TO 20. 





USE CALCULATION MIN. REQUIRED TOTAL PROPOSED USE 
: 2 
5 
1 
8 











TOTAL 





PROVIDED 1 SPACES, 1 BEING VAN ACCESSIBLE. BICYCLE PARKING TABLE NOTES: 


1. REQUIRED NUMBER OF SPACES ARE FROM BICYCLE PARKING GUIDELINES, 
APPENDIX A BIKE PARKING BY-LAW. 








PARKING TABLE NOTES: 
1. SECTION 6.1.10, C. FOR A MIXED-USE DEVELOPMENT THE FIRST 3,000 SF OF 


NON—RESIDENTIAL SPACE IS EXEMPT FROM THE PARKING REQUIREMENTS OF THIS 
SECTION 6.1. 


2. SECTION 6.1.11, STANDARD PARKING STALLS SHALL BE 8.5’X18’, AND DRIVE 
AISLE WIDTH SHALL BE 24’ FOR TWO-WAY TRAFFIC. 
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NEW CONCRETE DRIVE 
APRON, SEE DETAILS 
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SEE DETAILS 
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OTHER RETAIL 
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PERVIOUS PAVERS, 
SEE DETAILS 


MAXIMUM HEIGHT a5 eT 235. Fi 


FLOOR_AREA_RATIO 1.50) 


ZONING TABLE NOTES: 


1. THE REAR SETBACK (H+L)/6, FOR THE NEW ADDITION IS APPROXIMATELY 15.5 FT. 
(36+57)/6 = 15.5 FT. THE PROPOSED ADDITION HAS BEEN SITUATED OUTSIDE OF THIS 
SETBACK. THE EXISTING FOUNDATION IS SITUATED 0.6 FT FROM THE REAR PROPERTY 
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LINE. THIS FOUNDATION IS TO BE MAINTAINED. PROJECT NO. 2729-03 | DATE: 8/20/2021 
fees 5.0’ 

Poe 2. SECTION 5.3.21. SUPPLEMENTAL REQUIREMENTS IN THE BUSINESS AND INDUSTRIAL SCALE: pie NARAE: Saiens 
‘eebeeee DISTRICTS, D. FOR MIXED USES AND ANY PERMITTED RESIDENTIAL USE NOT 





SPECIFICALLY IDENTIFIED IN THE TABLES IN SECTION 5.5.2, THE MINIMUM OPEN SPACE 
REQUIREMENTS (COMPUTED FROM THE RESIDENTIAL FLOOR AREA ONLY) SHALL BE 10% 


LANDSCAPED AND 20% USABLE IN THE B1, B2, B2A, B3, AND B4 DISTRICTS, AND 15 
PERCENT USABLE IN THE BS DISTRICT. 


DESIGNED BY: JG/ARM | CHECKED BY: ARM/BDJ 


PREPARED BY: 








EXISTING BUILDING 
1ST FLOOR RETAIL TO REMAIN 
2ND FLOOR APARTMENT UNITS 


PROPOSED ADDITION 
1ST FLOOR GARAGE 
2ND FLOOR APARTMENT UNITS 





3. PROPOSED BUILDING GROSS SQUARE FEET = 28,373 GSF. THE EXISTING LOT AREA IS 
18,929 SQUARE FEET. THE FAR = 28,373 GSF / 18,929 SF = 1.50 
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EXISTING BENCHES 
TO REMAIN 


iP WRITTEN DIMENSIONS ON THIS PLAN TAKE PRECEDENCE OVER 
SCALED DIMENSIONS. THE CONTRACTOR SHALL USE CAUTION 
WHEN SCALING REPRODUCED PLANS. IN THE EVENT OF A 
CONFLICT BETWEEN THIS PLAN SET AND ANY OTHER DRAWINGS 
AND/OR SPECIFICATIONS OR CONDITIONS, THE ENGINEER SHALL 
BE NOTIFIED BY THE CONTRACTOR. ALL SITE ITEMS SHALL BE 
LAID OUT AND AS BUILT BY A LICENSED LAND SURVEYOR. 





2. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY 
OF ALLEN & MAJOR ASSOCIATES, INC. ITS INTENDED USE IS TO 
PROVIDE INFORMATION. ANY ALTERATION, MISUSE, OR 
RECALCULATION OF INFORMATION OR DATA WITHOUT THE 
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ALLEN & MAJOR 
ASSOCIATES, INC. 


civil engineering @ land surveying 
environmental consulting landscape architecture 


www.allenmajor.com 


100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 935-6889 
FAX: (781) 935-2896 


WOBURN, MA @ LAKEVILLE, MA ® MANCHESTER, NH 


THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 


POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 


R:\ PROJECTS \ 2729—03\ CIVIL \ DRAWINGS \ CURRENT\C 


BEFORE YOU DIG 
CALL 811 OR 
1-888—DIG—SAFE 
1-888-344-7233 


GRAPHIC SCALE 


20 ) 10 20 40 80 


a 


( IN FEET ) 
1 inch = 20 ft. 











PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 


DRAWING TITLE: SHEET No. 


LAYOUT & MATERIALS PLAN | C-102 


Copyright©2021 Allen & Major Associates, Inc. 
All Rights Reserved 





—2729-—O3_GRADING & DRAINAGE.DWG 


R:\ PROJECTS \ 2729-03 \ CIVIL \ DRAWINGS \ CURRENT\ C 
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36.85 
PLAN NOTES: 
Le 1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN 


APPROXIMATE WAY ONLY AND HAVE NOT BEEN INDEPENDENTLY VERIFIED BY 
THE OWNER OR IT’S REPRESENTATIVE. THE CONTRACTOR SHALL DETERMINE 
HE EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK, 
ROOF DRAIN AND AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH 
INV.=31.22 MIGHT BE OCCASIONED BY THE CONTRACTOR’S FAILURE TO EXACTLY LOCATE 
31LF, 12”HDPE, S=2.0% AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES. 


































































2. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION OF EXISTING STRUCTURES 
NCLUDING REMOVAL OF ANY EXISTING UTILITIES SERVING THE STRUCTURE. 
UTILITY CONNECTIONS SHOULD BE COORDINATED WITH THE MEP PRIOR TO 
CONSTRUCTION. 











TC:37.07 


PERMEABLE PAVER BC:36.60 


SYSTEM, 20” STORAGE 
COURSE 
































3. EXISTING SEWER AND WATER SERVICES SHALL BE MAINTAINED AND SERVICE 
TO ADDITION AND ADDITIONAL UNITS SHALL BE DETERMINED BY MEP. THE 
CONTRACTOR SHALL BE RESPONSIBLE TO DETERMINE LOCATION AND CAPACITY 
F EXISTING SERVICE IS ADEQUATE. 
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56.30 
Lio 










































































1.0% BuRAGE HELING To STORMTECH MC—3500 4. EXISTING DRAINAGE STRUCTURES TO REMAIN ARE TO BE INSPECTED AND 
SEWER BY MEP De oN oo REPAIRED AS NEEDED, AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE 
Oe EVarsie aoe ALL SILT AND DEBRIS. 
BOTTOM SYSTEM: 30.50 = _ a. 
BOTTOM STONE: 29.0 5. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING 
14 UNITS TOTAL CONSTRUCTION IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR 


AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO RETURN IT 
TO EXISTING CONDITIONS OR BETTER. 


DIRECT GUTTER DOWNSPOUT FROM 
ADDITION TO 8” PERFORATED HDPE 
PIPE W/ CAPPED END SET 6” 
ABOVE BOTTOM OF PERMEABLE 


6. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY 
TO ENSURE A SMOOTH FIT AND CONTINUOUS GRADE. 








































































































































































































| 
| 
| 
PAVER SYSTEM, TYP. | 7. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR 
| Ss ALL NATURAL AND PAVED AREAS. 
| 
l 8. THE CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT FOR THE FINAL 
LOCATIONS OF PROPOSED ROOF DRAINS. LOCATIONS ARE SHOWN HEREON 
FOR COORDINATION PURPOSES ONLY. 
Say, | 9. WRITTEN DIMENSIONS ON THIS PLAN TAKE PRECEDENCE OVER SCALED PROFESSIONAL ENGINEER FOR 
ere eee a) 37.17 DIMENSIONS. THE CONTRACTOR SHALL USE CAUTION WHEN SCALING ALLEN & MAJOR ASSOCIATES, INC. 
; REPRODUCED PLANS. IN THE EVENT OF A CONFLICT BETWEEN THIS PLAN SET 
.: AND ANY OTHER DRAWINGS AND/OR SPECIFICATIONS OR CONDITIONS, THE 
eae ad ENGINEER SHALL BE NOTIFIED BY THE CONTRACTOR. 
— 10. ANY DAMAGE TO PRIVATE OR PUBLIC PROPERTIES DUE TO THE 
CONTRACTOR’S ACTIVITIES SHALL BE REPAIRED AND RESTORED BY THE 
PERMEABLE PAVER CONTRACTOR AT THEIR OWN EXPENSE. 
37.74 = eee 10” STORAGE 
11. ALL PROPERTY MARKERS AND STREET LINE MONUMENTS SHALL BE PROPERLY 
0% 2.5% | 
ae PROTECTED DURING CONSTRUCTION. ANY DAMAGE TO THESE ITEMS SHALL BE 
REPAIRED AND RESTORED BY A LAND SURVEYOR LICENSED IN THE DESCRIPTION 
COMMONWEALTH OF MASSACHUSETTS AT THE CONTRACTOR’S EXPENSE. APPLICANT\OWNER: 
1.0% 
12. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ADDITIONAL BENCHMARK 2-14 MEDFORD STREET, LLC 
oe INFORMATION IF REQUIRED. THE CONTRACTOR IS RESPONSIBLE FOR 
LOCATING AND PROTECTING ALL EXISTING BENCHMARKS. IF IT IS NECESSARY 455 MASSACHUSETTS AVE, STE 1 
O RELOCATE A BENCHMARK, IT SHALL BE RELOCATED BY A MASSACHUSETTS ARLINGTON, MA 02474 
LAND SURVEYOR AND DONE SO AT THE CONTRACTOR’S EXPENSE. 
: 38. 13. ALL PERMITS AND APPROVALS NECESSARY FROM AGENCIES GOVERNING THE 
errr Seren WORK SHALL BE OBTAINED BY THE CONTRACTOR PRIOR TO THE 455-457 
BE NOTIFIED TO INSPECT AND COMMENCEMENT OF WORK. 
APPROVE SUBGRADE PRIOR TO TI 
INSTALLATION OF INFILTRATION 14. CONSTRUCTION DURING WET WEATHER OR WINTER CONDITIONS IS TO BE MASSACHUSETTS AVE 
SYSTEMS. MODIFICATIONS TO THE ANTICIPATED AND PROVISIONS TO ADEQUATELY ADDRESS THESE CONDITIONS ARLINGTON. MA 02476 
STORMWATER MANAGEMENT SYSTEMS 
Be ee ae ee nine cai SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. ’ 
CONDITIONS SHALL BE SUBMITTED 
TO THE ENGINEERING DEPARTMENT 15. ALL CONSTRUCTION SHALL CONFORM TO THE APPLICABLE REGULATIONS AND 
FOR REVIEW AND APPROVAL. STANDARDS INCLUDING THE TOWN OF ARLINGTON, MADOT, MADEP, MWRA, 
mre. AND ASL. PROJECT NO. 2729-03| DATE: 8/20/2021 
16. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE MEANS AND METHODS SCALE: DY S.MAME: ea72308 
OF CONSTRUCTION AND FOR CONDITIONS AT THE SITE. THESE PLANS, 
PREPARED BY ALLEN & MAJOR ASSOCIATES DO NOT EXTEND TO OR INCLUDE DESIGNED BY: JG/ARM | CHECKED BY: ARM/BDJ 
SYSTEMS PERTAINING TO THE SAFETY OF THE CONSTRUCTION CONTRACTOR TETTIECYE 
OR THEIR EMPLOYEES, AGENTS OR REPRESENTATIVES IN THE PERFORMANCE 
OF THE WORK, OR THE OWNER’S EMPLOYEES, CUSTOMERS, OR THE GENERAL 
PUBLIC. THE SEAL OF THE ENGINEER AS INCLUDED IN THE PLAN SET DOES 
NOT EXTEND TO ANY SUCH SAFETY SYSTEMS THAT MAY NOW OR HEREAFTER 
BE INCORPORATED INTO THESE PLANS. THE CONSTRUCTION CONTRACTOR 
SHALL PROVIDE THE APPROPRIATE SAFETY SYSTEMS WHICH MAY BE REQUIRED 
BY THE U.S. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA), 
<e STATE, AND LOCAL REGULATIONS. ALLEN & MAJOR 
17. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY OF ALLEN 
& MAJOR ASSOCIATES, INC. ITS INTENDED USE IS TO PROVIDE INFORMATION. ASSOCIATES, INC. 
ANY ALTERATION, MISUSE, OR RECALCULATION OF INFORMATION OR DATA he @ieemne en ead 
ce WITHOUT THE EXPRESSED, WRITTEN CONSENT OF ALLEN & MAJOR Si Fon one sole aie meet 
ASSOCIATES, INC. IS STRICTLY PROHIBITED. Cool Sue eon 
100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 985-6889 
FAX: (781) 935-2896 
WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
DIG SAFE CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
GRAPHIC SCALE ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
10 0 5 10 20 40 
DRAWING TITLE: SHEET No. 
grr a 
CALL 811 OR 
1-888-DIG-SAFE PEERS GRADING & DRAINAGE PLAN | C-103 
1-888-344-7233 linch = 10 ft. 


Copyright©2021 Allen & Major Associates, Inc. 
All Rights Reserved 
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EROSION CONTROL BARRIER 


INSTALLED DOWN SLOPE OF 
12> MIN. DIAMETER TUBULAR SEDIMENT CONTROL PROPOSED STOCKPILE AREA 


2” X 2” X 36” WOODEN STAKES (MESH TUBE WITH NATURAL FILTER MEDIA) 
DO NOT PIERCE TUBULAR BARRIER BY FILTREXX OR APPROVED EQUAL. 


(NOT REQUIRED IF IN PAVEMENT) 


1” REBAR FOR LIFTING 
AND REMOVAL 


SX 
LN 


12” DIA MIN. 


DUMP STRAP (2) PROPOSED STOCKPILE AREA 


Ne EARTHS 


SIL TSACK 


SECTION PROFILE CATCH BASIN STRUCTURE 
NOTES: 


1. ALL MATERIALS TO MEET MANUFACTURERS SPECIFICATIONS. 
NOTE: Z 
2. INSTALL WOODEN STAKES IN A CRISS—CROSS PATTERN EVERY 8’ ON CENTER. =U U> 1. INSTALL SILTSACK PER Se PROVIDE DRAIN SWALE TO 
MANUFACTURER'S INSTRUCTIONS AND DIRECT WATER AWAY FROM 
OVERLAP TUBULAR BARRIER SEGMENTS A MINIMUM OF 12”. RECOMMENDATIONS. EMPTY OR PROPOSED STOCKPILE AREA 


REMOVE SEDIMENT FROM SILTSACK NOTES: 
WHEN RESTRAINT CORD IS NO 1. SOIL AND FILL STOCKPILES EXPECTED TO REMAIN IN PLACE FOR LESS THAN 
THE CONTRACTOR SHALL MAINTAIN THE TUBULAR BARRIERS IN A FUNCTIONAL CONDITION AT ALL TIMES. THE CONTROLS SHALL BE 90 DAYS SHALL BE COVERED WITH STRAW AND MULCH (AT 100LBS/1,000 SF), OR 


LONGER VISIBLE. CLEAN, RINSE, 

ROUTINELY INSPECTED BY THE CONTRACTOR. AND REPLACE AS NEEDED. WITH AN ANCHORED TARP WITHIN 7 DAYS OR PRIOR TO ANY RAINFALL. 
> SILT SACKS TO BE INSTALLED 2. SOIL AND FILL STOCKPILES EXPECTED TO REMAIN IN PLACE FOR 90 DAYS OR 
WHERE THE TUBULAR BARRIERS REQUIRE REPAIR OR SEDIMENT REMOVAL, IT WILL BE COMPLETED BY THE CONTRACTOR AT NO ADDITIONAL COST. SURING GONCTRUGTION GOCRATIONS MORE SHALL BE SEEDED WITH WINTER RYE (FOR FALL SEEDING AT 1LB/1,000 SF) 


WHEN THE POTENTIAL FOR SEDIMENT OR OATS (FOR SUMMER SEEDING AT 2LB/1,000 SF) AND THEN COVERED WITH 
AT A MINIMUM, THE CONTRACTOR SHALL REMOVE SEDIMENTS COLLECTED AT THE BASE WHEN THEY REACH 1/3 THE EXPOSED HEIGHT OF THE BARRIER. TO ENTER EXISTING & PROPOSED STRAW MULCH (AT 100LB/1,000 SF) OR AN ANCHORED TARP WITHIN 7 DAYS OR 


BASINS EXISTS. PRIOR TO ANY RAINFALL. 


TUBULAR SEDIMENT BARRIER ( | ) SILTSACK INLET DETAIL ( 2 ) STOCKPILE PROTECTION DETAIL | 3 
NOT TO SCALE NOT TO SCALE NOT TO SCALE 


DIVERSION RIDGE REQUIRED 


WHERE GRADE EXCEEDS 2% CREATER 8’ MAX 

R 
2% 0 ee. 
ROAD WAY igen POPPPPPPPPPPPPPPPP OTL < CLF RAIL TIES PROPOSED FINISH 
SPACED MAX GRADE (REFER TO 


15” APART GRANITE CURB SITE PLANS) 


TYPE VA—4 ; 
SESSA CLF POST TIES MASSACHUSETTS 3” BARK MULCH 
SECTION A FILTER FABRIC oS SON cen ae OR GRASS HOLD 
FENCE SSS, 15” APART DEPARTMENT 1” BELOW TOP 


SCREEN LLY OF CURB 
SAND BAGS, TUBULAR SEDIMENT OVER CLF CLF BRACE SEE TYPICAL - = ALLEN & MAJOR ASSOCIATES. INC. 
CONTROLS, OR CONTINUOUS BERM PANELS SO TIES SPACED : : 6” LOAM @ 

ee PAVEMENT : 


OF EQUIVALENT HEIGHT SENET SKE SeeiON CTI. E Sheree 


PLANTING BEDS 








NOTES: 

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION 
THAT WILL PREVENT TRACKING OR FLOWING OF SEDIMENT 
ONTO PUBLIC RIGHT—OF—WAYS. THIS MAY REQUIRE TOP Soon raat 
DRESSING, REPAIR AND/OR CLEANOUT OF ANY MEASURES WATER SUPPLY TO WASH C2 ., on TOP COURSE) 
USED TO TRAP SEDIMENT. WHEELS (IF NECESSARY) | 

\, N 




















Cr 1500 PSI (MIN) 
BASE COURSE CONCRETE 


2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR FULL LENGTH 


TO ENTERING THE PUBLIC RIGHT—OF—WAY. é ame 
SU AROMMETS WITH POSTS MAY BE GRAVEL BASE) 7 


3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN FENCE FASTENERS MECHANICALLY DRIVEN INTO 3/4” CRUSHED 
AREA STABILIZED WITH CRUSHED STONE THAT DRAINS INTO EVERY 24” AROUND THE GROUND, OR USE STONE DESCRIPTION 


AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN. THE PERIMETER. SUPPORTING BASES. APPLICANT\OWNER: 


4. USE SANDBAGS, TUBULAR SEDIMENT CONTROLS, OR 2”—3”COARSE AGGREGATE 12° (MIN NOTES: CEYISTING SUBGRADE 2-14 MEDFORD STREET. LLC 
OTHER APPROVED METHODS TO CHANNELIZE RUNOFF TO MIN OF 6” THICK \ oy t Soa a divers al lag x 455 MASSACHUSETTS AVE STE 1 
BASIN AS REQUIRED. : 
SCREEN FILAMENT STRENGTH SHALL BE A MINIMUM OF 50LBS/FT. ARLINGTON, MA 02474 
. SCREEN MATERIAL BREAK STRENGTH SHALL BE A MINIMUM OF 500 LBS/FT. 
. SCREEN SHADE / WIND BLOCKAGE SHALL BE A MINIMUM OF 85%. PROJECT: 
DINERSION RIDES PLAN SCREEN COLOR SHALL BE GREEN OR BLACK. 


50’ MINIMUM 455-457 


TEMPORARY CONSTRUCTION FENCE w/ SCREEN (5) VERTICAL GRANITE CURB Co MASSACHUSETTS AVE 
Re eae NOMS Sears ARLINGTON, MA 02476 

















ROADWAY 





PROJECT NO. 2729-03 | DATE: 8/20/2021 
; 3/16” X 4” STEEL EDGING 5 ESE ERSEENES SECRET WG REC OPE: NOTE: 
%" JOINTS) a TACK COAT — PROVIDE EMULSIFIED ASPHALT WHICH CONFORMS TO THE SCALE: AS SHOWN | DWG. NAME: €2729-03 
ECO—PRIORA STONE CONCRETE 1.5 X.. WIDT! | | REFER TO REQUIREMENTS OF THE STATE SPECIFICATIONS, DILUTED WITH ONE PART 
—~_ — VARIES —_. PAVERS WITH PERMEABLE JOINT : ile tae WATER TO ONE ONE PART ASPHALT FOLLOWING AASHTO M140/ASTM D997, DESIGNED BY: JG/ARM| CHECKED BY:  ARM/BDJ 
MATERIAL (4—%"W X 9-%"L X Ze af : OR AASHTO M208/ASTM D2397, SS—1H, CSS—1, OR CSS—1H. 






































Kh” SAW CUT CONTROL PREPARED BY: 
3-3g"H) OR APPROVED EQUAL JOINT, SEE NOTE #4 


i at IN RSE — 1-%” TO GRANULAR BASE COURSE PER GEOTECH REPORT ie Se ee ee ees 
AAA BEDDING COURSE — 1-% ———— SESS 


2” OF SAND (SEE TABLE 1) 
XX\L_AAAAGAA PLAN VEY Loe TOP oF sua §/F7 MW 


SUB=BASESRESERVOIR. = FILTER FABRIC REBAR DESIGN PER STRUCTURAL IN THE DIRECTION OF ADJACENT SAW CUT EDGES CLEAN JOINT OF ALL 


207 5MIN. YBANK JRUNy GRAVEL BASE RESERVOIR — SUBGRADE COURSE PER GEO—TECH REPORT 4,000 P.S.I. (MIN.) CONCRETE ENEMENT Gry DING. (REPER AC DEBRIS AND PROVIDE 
’ aah: . SITE GRADING PLAN 
(SEE STABLE \S) 6” MIN. 34 CRUSHED STONE a —— TBE a 


(SEE TABLE 2) ores: | Ae Phe eo SGHINS TOP GaURS= YN / PROPOSED TOP COURSE ALLEN & MaJ OR 
NATIVE | MATERIALS 8” PERFORATED HDPE UNDER 1. SURFACE COURSE, BASE, AND SUBGRADE SHALL BE PER GEOTECHNICAL be ae el ee ASSOCIATES INC 
DRAIN TO FEED RESEVOIR ENGINEER'S RECOMMENDATIONS FOR LOCAL SOILS OR DRAINAGE CONDITIONS | LexXISTING PAVEMENT | exisiInc Base course | nee ne : ; 


COARSE. g a EXISTING BASE COURSE baie . ; . 
GRADING REQUIREMENTS 16” STEEL STAKE AND/OR METHODS. civil engineering @ land surveying 


GR ACHING 6 2. THIS DETAIL IS APPLICABLE TO ON-SITE PAVING. a, ase § ren en ea ea ener en eran an en anes environmental consulting ¢ landscape architecture 
[ KY KY KY KY KY KY . . 11 : . 
BEDDING AND GRADING REQUIREMENTS GRADING REQUIREMENTS FOR 3 202050502050. www.allenmajor.com 

















. SUBGRADE SHALL BE COMPACTED TO 95% OF MAXIMUM DRY DENSITY (AS : STONE ; O5O5es : d 
JOINT/OPENING FILLER FOR ASTM NO. 57 BASE ASTM NO. 2 SUB—BASE DETERMINED BY ASTM D1557). Og PPD I ZOF EXISTING GRAVEL. COURSE eee ae as 4 100 ee 
4. COORDINATE PAVEMENT DETAIL WITH GEOTECHNICAL ENGINEER. '050505050;505050-0;505050:0@: 


Table 1 - Table 2 -— Base Table 3 - Yow wees) ae (781) 985-6889 
Bedding/ joint RNG Sub-Base STANDARD DUTY PAVING NOTES: SECTION VIEW a 
A= 1.5” ASPHALT CONCRETE — SURFACE COURSE (M.3.11.0, TABLE A, TOP COURSE) 1, PROVIDE NON-SLIP BROOM FINISH TO TOP SURFACE. 


. 7%, n WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
f TSnn 





7 AMERICAN CONCRETE INSTITUTE (ACI) 301, 304, AND 308 STANDARDS. THE FOLLOWING MIX 
omm ¢3 in 100 DESIGNS SHALL BE SUBMITTED FOR REVIEW: PAVEMENT DETAIL THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 


12,5mmc% ind 100 
es Ci ind | 95 to 100 = 2 CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
eae al a oe ate ee eee POURED a) Sa ogee ame PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 


9.5mm(% ind | 85 to 100 125mm & | 25 to 60 —— C= 12” SUBBASE COURSE (MHD 1.03.0, TYPE B) pi ee ar Fal INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
) 


4,75mmNo. | 10 to 30 a POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 

[ae | 4.75mm (No.| 0 to 10 37.5mm (1% | 0 to 15 WATER CEMENT RATIO (W/C): 0.45 UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 

oP AIR ENTRAINMENT: 6% (+1%) INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 

2.36mm(No, | 0 to 10 SLUMP: 3.5” (£1") AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 

8) 19mm (% in] 0 to 5 . REINFORCING STEEL SHALL BE NEW BILLET STEEL IN ACCORDANCE WITH ASTM A615, GRADE 60. PORTABLE DOCUMENT FORMAT OF THE DRAWINGS | AND 

TiémmiNo, | 0 to 5 ALL DETAILS SHALL BE IN ACCORDANCE WITH ACI DETAIL STANDARD ACI 315. SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
16) nee | . CONTROL JOINTS SHALL BE SAW CUT TO A DEPTH OF 1.0” AT A RATIO NOT TO EXCEED 1.5:1.0 ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 

LENGTH TO WIDTH, SEE PLAN VIEW ABOVE. 


PAVEMENT KEY CUT DETAIL DRAWING TITLE: SHEET No. 
PRECAST CONCRETE PAVER (PERVIOUS STANDARDDUTY BITUMINOUS PAVEMENT HEAVY 2 TREC Sua PAD Ge 46 SCALE 
NOT TO SCALE NOT TO SCALE 


DETAILS C-501 


Copyright©2021 Allen & Major Associates, Inc. 
All Rights Reserved 
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MC-3500 TECHNICAL SPECIFICATION ACCEPTABLE FILL MATERIALS: STORMTECH MC-3500 CHAMBER SYSTEMS ICR WATER CHSMBER SEECIICATIONS 


NTS = sg 
86.0" (2184 mm) F CHAMBERS SHALL BE STORMTECH MC—3500 OR APPROVED EQUAL. 


VALLEY 
AASHTO MATERIAL COMPACTION / DENSITY 
Sennen ial Teen MATERIAL LOCATION DESCRIPTION CLASSIFICATIONS REQUIREMENT . CHAMBERS SHALL BE MANUFACTURED FROM VIRGIN POLYPROPYLENE OR 
POLYETHYLENE RESINS TESTED USING ASTM STANDARDS. 


CREST WEB MOT AAA) ATH ATAN FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS 
STIFFENING RIB LOWER JOINT \ \ My \ FROM THE TOP OF THE 'C' LAYER TO THE BOTTOM ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER PREPARE PER SITE DESIGN ENGINEER'S PLANS. 
CORRUGATION OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED ENGINEER'S PLANS. CHECK PLANS FOR PAVEMENT PAVED INSTALLATIONS MAY HAVE STRINGENT ; CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787, 
GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE SUBGRADE REQUIREMENTS. MATERIAL AND PREPARATION REQUIREMENTS. "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC 
MAY BE PART OF THE 'D' LAYER 








CORRUGATED WALL STORMWATER COLLECTION CHAMBERS”. 





peat ae BEGIN COMPACTIONS AFTER 24" (600 mm) OF 
INITIAL FILL: FILL MATERIAL FOR LAYER 'C’ GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35% ple taie MATERIAL OVER THE CHAMBERS IS REACHED. : CHAMBER ROWS SHALL PROVIDE CONTINUOUS, UNOBSTRUCTED INTERNAL 
STARTS FROM THE TOP OF THE EMBEDMENT FINES OR PROCESSED AGGREGATE. COMPACT ADDITIONAL LAYERS IN 12" (300 mm) 
STONE ('B' LAYER) TO 24" (600 mm) ABOVE THE OR MAX LIFTS TO A MIN. 95% PROCTOR DENSITY FOR SPACE WITH NO INTERNAL SUPPORT PANELS. 
TOP OF THE CHAMBER. NOTE THAT PAVEMENT MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN LIEU AASHTO M43 WELL GRADED MATERIAL AND 95% RELATIVE 
SUBBASE MAY BE A PART OF THE 'C' LAYER. OF THIS LAYER. of kr a ABE Be. S7e BT BEY GEARS DENSITY FOR PROCESSED AGGREGATE . ONLY CHAMBERS THAT ARE APPROVED BY THE ENGINEER WILL BE 
OE erage tae tee eae MATERIALS. ALLOWED. 





UPPER JOINT CORRUGATION EMBEDMENT STONE: FILL SURROUNDING THE 
INV AVA MM, Wh, i | CHAMBERS FROM THE FOUNDATION STONE (‘A CLEAN, CRUSHED, ANGULAR STONE iat NO COMPACTION REQUIRED. Oe oe et ee 200). SES URIEY 


BUILD ROW IN THIS DIRECTION => TOW OY VOY OY OY LAYER) TO THE 'C' LAYER ABOVE. 3,4 MANUFACTURING FACILITY. 








" FOUNDATION STONE: FILL BELOW CHAMBERS T 
7 90.0" (2286 mm) AASHTO M43 PLATE COMPACT OR ROLL TO ACHIEVE A FLAT : ALL DESIGN SPECIFICATIONS FOR CHAMBERS SHALL BE IN ACCORDANCE 
| PN weriat ener FROM THE SUBGRADE UP TO THE FOOT (BOTTOM) CLEAN, CRUSHED, ANGULAR STONE iy WCE: THE -AMNUEME TIERS (TEGt DESIGN MANUAL: 


HAT LW 


Ny 











ee aie AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED . TO NSU OP SOMERS St erL BE yee ORDANGE Mil. THE 
 GriGUIAR NG. AcHTOFIAe| STONE! : MANUFACTURER'S LATEST INSTALLATION INSTRUCTIONS. 
22.5" 2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR 'A' LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9" (230 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH A VIBRATORY COMPACTOR. 
(571 mm) 3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR DRAGGING WITHOUT COMPACTION 
INSTALLED EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS. 





\ i. H Ph 
(EW 
ARN) 


ml 
DY 


faa { 
AUNT NTT AN 
LULU B.Ed UM —_ 
77.0" iN ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL PAVEMENT LAYER (DESIGNED 
: 77.0" m\ Wh AROUND CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS ) 
(1956 mm) ( ) \ \\ W\ 


1956 mm = 
ne SIGN MOUNTING | pescrRIPTION | REFLEC 


M \ : HEIGHT TORIZED 
NOMINAL CHAMBER SPECIFICATIONS \ } a ee ae EIG 


SIZE (W X H X INSTALLED LENGTH) 77.0" X 45.0" X 86.0" (1956 mm X 1143 mm X 2184 mm) PERIMETER STONE . INCREASE COVER TO 80" (750 mm). aa 2a" sate 

CHAMBER STORAGE 109.9 CUBIC FEET h \ eee NOTES) BOG mnie) MAX HANDICAPPED 
MINIMUM INSTALLED STORAGE* 178.9 CUBIC FEET | W mm) MIN PARNING 
WEIGHT 135.0 Ibs. 61.2 kg) & WHITE TEXT 


SPECIAL PLATE O N B LU E 


4 I aN 

EXCAVATION WALL Mitt lh | 

NOMINAL END CAP SPECIFICATIONS (CAN BE SLOPED OR VERTICAL) WANE ft Hy \ R7—8M UN QURED FIELD 
M No ‘VEHICLES 


Pt |! \ AL Wit att W\\\ : 
SIZE (W X H X INSTALLED LENGTH) 77.0" X 45.0" X 22.5" (1956 mm X 1143 mm X 571 mm) THA HIS HIS PA\\\ HANSEN \\ 
END CAP STORAGE 14.9 CUBIC FEET AA A ifI\ HE il | ANCES \\N\\ ATIC \\\ (MODIFIED)| fuaverasoveo WITH WHITE 
( Wy) f HI Mi }) | \ j 4 iy) Mh \ OWNERS EXPENSE BORDER 
Wu) el i } iN if I AAU 


MINIMUM INSTALLED STORAGE* 46.0 CUBIC FEET AW A | K 
otarae Te. VAN 
ACCESSIBLE 


45.0" 
(1143 mm) (1143 mm) / 


= 


= _7 AA 


— 


—__ 


AZ 














WEIGHT 50.0 Ibs. 22.7 kg) 




















*ASSUMES 12" (305 mm) STONE ABOVE, 9" (229 mm) STONE FOUNDATION AND BETWEEN CHAMBERS, 


12" (305 mm) STONE PERIMETER IN FRONT OF END CAPS AND 40% STONE POROSITY 
6" (150 mm) MIN 
SUBGRADE SOILS 





BY SITE DESIGN ENGINEER 9" (230 mm) MIN 

STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B" NOTES ieee 
: END CAP 

STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T" ch ccc eenin (SEE NOTE 4) ; 

PART # STUB B C . TRAFFIC AND SAFETY SIGNAGE SHALL COMPLY WITH THE MANUAL ON 
'“Wesneeeat ee ee . _MC-3500 CHAMBERS SHALL CONFORM TO THE REQUIREMENTS OF ASTM F2418 "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS". UNIFORM TRAFFIC CONTROL DEVICES” (MUTCD) STANDARDS. 
| —"IC3500IEPPoeB | 6" (150 mm) . _MC-3500 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS". 
— . "ACCEPTABLE FILL MATERIALS" TABLE ABOVE PROVIDES MATERIAL LOCATIONS, DESCRIPTIONS, GRADATIONS, AND COMPACTION REQUIREMENTS FOR FOUNDATION, EMBEDMENT, AND FILL MATERIALS. 

Ee 8" (200 mm) ee = . THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH - MOUNTING HEIGHT IS DEFINED AS THE DISTANCE FROM THE BOTTOM 

Jeane fee am _ CONSIDERATION FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS. OF THE SIGN TO THE NEAR EDGE OF THE PAVEMENT. 

eee 10" (250 mm) i as a id VP PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BOTH VERTICAL AND SLOPED EXCAVATION WALLS. 3 

ME S2UHIEPr 8 . ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE MATERIAL REQUIREMENTS OF LAYER 'C’ j BRIAN D. 


em Eas 12" (300 mm) ea LY) — |) OR 'D' AT THE SITE DESIGN ENGINEER'S DISCRETION. : JONES 
MC3500IEPP12B .35" (34 mm) M2 4 CIVIL 


MC3500IEPP15T oa 23.39" (594 mm) 7 i SIGN TABLE No. 49212 
MC3500IEPP15B = 50" (38 mm) =< ( 3 ) 
MC3500IEPP18TC 20.03" (509 mm) = : Hit CHAMBER SYSTEM TYPICAL CROSS SECTION DETAIL NOT TO SCALE 


L { DEPTH OF STONE TO BE DETERMINED 


hf 77" (1950 mm) 12" (300 mm) TYP 


gi 
(230 mm) MIN 





.66" (17 mm) 


93" (24 mm) 





pO 18" (450 mm | 
MC3500IEPP18BC ( --- 77" (45 mm) NOT TO SCALE 
MC3500IEPP24TC 24" (600 mm) 14.48" (368 mm) = 
MC3500IEPP24BC = .06" (52 mm) 
MC3500IEPP30BC 30" (750 mm) ea 


NOTE: ALL DIMENSIONS ARE NOMINAL 




















CUSTOM PRECORED INVERTS ARE AVAILABLE UPON REQUEST. INVENTORIED MANIFOLDS INCLUDE ii PROFESSIONAL ENGINEER FOR 

12-24" (300-600 mm) SIZE ON SIZE AND 15-48" (375-1200 mm) ECCENTRIC MANIFOLDS. | ALLEN & MAJOR ASSOCIATES, INC. 
CUSTOM INVERT LOCATIONS ON THE MG-3500 END CAP CUT IN THE FIELD ARE NOT RECOMMENDED H ae 

FOR PIPE SIZES GREATER THAN 10" (250 mm) INVERTED U BICYCLE RACK. 


THE INVERT LOCATION IN COLUMN 'B' ARE THE HIGHTEST POSSIBLE FOR THE PIPE SIZE. 2.375” DIAMETER 
lax GALVANIZED OR STAINLESS NOTES: 
Y| 





DOWNSPOUT OVERFLOW 

STEEL TUBE. FITTING DIRECTED TO i dane 
SPLASH BLOCK ) aol 

SURFACE FLANGE MOUNT CONNECTION SHALL BE 

WITH (2) ANCHOR BOLTS. MAINTAINED FROM ANY 

(2) WIRE SCREEN TRANSITION FROM SCH. 

FOR RODENTS 40 PVC PIPE TO ANY 


CONCRETE PAD OR APPROVED OTHER PIPE TYPE. 


SED 2) SITEWORK APPLICANT\OWNER: 
INSERTA-TEE AT tats pate eT end 7 CRUSHED GRAVEL gs CONTRACTOR SHALL BE T\ 
CHAMBER JOINTS TT COMPACTED SUBGRADE 4 bala ALL 2-14 MEDFORD STREET, LLC 

/ CONCRETE PAD eae” INCLUDING THE RODENT 455 MASSACHUSETTS AVE, STE 1 
- \ SCREEN. BUILDING 
CONVEYANCE PIPE gt TA CONTRACTOR SHALL BE ARLINGTON, MA 02474 
MATERIAL MAY VARY aN \ A FAG UI = 4 =e Past S50 e,) wy, RESPONSIBLE FOR THE 
pent a raiN\\) HPs AMI | 2.4 ote MN oe Ae oe Ot oe CONNECTION AT THE anaeer 


7 et eee ae Rio Son 3 POINT OF THE RODENT 
| A TSS rare Set Ge oa, a i? ee SCREEN. 455-457 
INSERTA TEE oe. Fs y oh : . . : - : . e | 7 \ 3) DOWNSPOUTS SHALL MASSACH USETTS AVE 
Se Oe ep A ge Cap ae a BE CONNECTED IN THE 


OVER CORRUGATION ee ee, a en: er a oe CONVEYED TO THE 
PLACE ADS GEOSYNTHETICS 315 WOVEN <a eae oe ee a ay NEAREST STORM DRAIN. 
GEOTEXTILE (CENTERED ON INSERTA-TEE SECTION A-A SIDE VIEW a 8 _ 
PROTECTION AT SIDE INLET CONNECTIONS. een ee ae ae 4) SUBMIT SHOP 
<a ——— ene NOTE: BIKE RACKS TO BE FROM PARK A BIKE: MODEL 200 SERIES—INVERTED U SPLASH BACK, RODENT. 
Tr 10" (250 mm) BIKE RACKS HR202 30”X2.38"X32” SURFACE MOUNTED. SURFACE MOUNT PER DRAIN SCREEN, FITTINGS AND DESIGNED BY: JG/ARM | CHECKED BY: ARM/BDJ 
MANUFACTURER’S RECOMMENDATIONS. FINISH SELECTED BY OWNER. PROVIDE SHOP PIPE OR PIPE. PREPARED EY. 
"(150 mm 


DC-780 10" (250 mm) 4 ) 
NOTE: 7 DRAWINGS FOR APPROVAL PRIOR TO ORDERING. STRUCTURE 
PART NUMBERS WILL VARY BASED ON Mee) ter $300 mm : 


INLET PIPE MATERIALS. CONTACT MC-4500 12" (300 mm " (200 mm BICYCLE RACK DETAIL DOWNSPOUT 
STORMTECH FOR MORE INFORMATION. INSERTA TEE FITTINGS AVAILABLE FOR SDR 26, SDR 35, SCH 40 IPS NOT TO SCALE NOT TO SCALE 
GASKETED & SOLVENT WELD, N-12, HP STORM, C-900 OR DUCTILE IRON 


INSERTA TEE CONNECTION DETAIL 


NOT TO SCALE SURFACE FINISH MATERIAL VARIES BACK OF SIDEWALK (TYP) ALLEN & MAJ O R 


BACK OF SIDEWALK 6” CEM. CONC. SEE PLAN FOR MATERIAL FINISH GRADE 


MC-SERIES END CAP INSERTION DETAIL een Whoa nei eee ASSOCIATES ; INC. 


MIN SEPARATION 6” CEM. CONC. VARIES FACE OF CURB & civil engineering land surveying 


‘ = = z environmental consulting landscape architecture 
si oa om eee Z \ f \ mae 12 CEM. CONC. , Faz 3/8” EXPANSION JOINT ne Luan oe) hie mais www.ada 1 ] e ae aj o T io om 


y L NAW 3 ROADWAY 100 COMMERCE WAY, SUITE 5 
MANIFOLD STUB b i = \ /8” EXPANSION JT. . SURFACE WOBURN MA 01801 


If LW —_ 12°— 4000 PS! CONC. | ve Ra TEL: (781) 935-6889 
MANIFOLD HEADER AY / | ue (1/2” AGGREGATE) 1” LIP FAX: (781) 935-2896 
i; = NK. ” 
fh \ AN} . — — S| 12° COMPACTED WELDED WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
a\\ 


’ ’ PROCESSED GRAVEL 
EMail UREN VABIES 2 OR 5 RADIUS TYPE VA—4 MRE MESr Ub THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 


EE | CHORD CUT GRANITE CORNER ff (6x6 W2.9xW2.9) CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
MANIFOLD HEADER ae er * D=2’ FOR GRANITE CORNER R=2’ COMPACTED SUBGRADE CRUSHED STONE TO BE CONTINUOUS ERED COPIES OF OR MINSS OND SPECI CATIONS fon neue 


=6' ; INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
MANIFOLD STUB co SIDEWALK 7’ WIDE pga either coh ea On ore ee ee en, ACROSS DRIVEWAY ENTRANCE POTENTIAL THAT = PROVIDED INFORMATION MAY BE MODIFIED 
oe Coes OR R=6’ CURVED CURB D=3’ FOR GRANITE CORNER R=3 UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 


OR R=6’ CURVED CURB INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 





CHAMBER SYSTEM TECHNICAL SPECIFICATIONS 


NOT TO SCALE 

















INSERTA TEE DETAIL DESCRIPTION 
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AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
12" (300 mm) STORMTECH END CAP SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 


MIN INSERTION TYPICAL COMMERCIAL DRIVEWAY APRON ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
NOTE: MANIFOLD STUB MUST BE LAID HORIZONTAL Sora Gene DRAWING TITLE: SHEET No. 


FOR A PROPER FIT IN END CAP OPENING. 


CHAMBER SYSTEM TYPICAL END CAP DETAIL DETAILS C-502 


NOT TO SCALE 


12" (300 mm) 
MIN SEPARATION 
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DIG SAFE 





BEFORE YOU DIG 
CALL 811 OR 
1-888—DIG—SAFE 
1-888-344-7233 


12 HO 

















2’ 
‘0. \ 
< = ZE aes 
aN (EX (ES GaN) ray C8) (Cr 
Tae ? f 3 x a 
a QD) & YO © 
. 
ol 
. 
oO 
. 


TREE 


{ PROTECTION, 
10 HO SEE DETAIL 


OR 
SEASONAL 
ANNUALS 


PARK TERRACE 
(STATUS UNKNOWN) 


= 


TREE 


EXISTING 
BENCH TO 
REMAIN 


PROTECTION, 
Ze SEE DETAIL 


EXISTING 
BENCH TO 
REMAIN 


10 HO 

OR 
SEASONAL 
ANNUALS 


LEGEND 


DECIDUOUS TREE 


EVERGREEN TREE 


FLOWERING TREE 


SHRUBS 


MULCH BED 
PERENNIALS/GROUNDCOVER 


PLANTING SCHEDULE-TREES, SHRUBS, GROUNDCOVERS & PERENNIALS 








KEY 


QUANTITY 


BOTANICAL NAME 


COMMON NAME MIN. SIZE} SPACING; COMMENTS 





EVERGREEN TREES 


TO 


11 


THUJA O. ’WINTERGREEN’ 


WINTERGREEN ARBORVITAE AS SHOWN 





FLOWERING TREES 





AC 


SHRUBS/PERENNIALS 


1 


AMELANCHIER CANADENSIS 


CORNUS ALBA ‘IVORY HALO’ 


SHADBLOW SERVICEBERRY AS SHOWN 


IVORY HALO DOGWOOD AS SHOWN 





BUXUS ’GREEN MOUNTAIN’ 


HYDRANGEA ARBORESCENS 
INCREDIBALL 


GREEN MOUNTAIN 
BOXWOOD 


INCREDIBALL HYDRANGEA AS SHOWN POT 


AS SHOWN 





HOSTA *JUNE’ 


JUNE HOSTA 24” 0.C STAGGERED 











HEMEROCALLIS ’BIG TIME 
HAPPY’ 











BIG TIME HAPPY DAYLILLY 24” 0.C STAGGERED 


THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY 
OF ALLEN & MAJOR ASSOCIATES, INC. IT’S INTENDED USE IS TO 
PROVIDE INFORMATION. ANY ALTERATION, MISUSE, OR RECALCULATION 
OF INFORMATION OR DATA WITHOUT THE EXPRESSED, WRITTEN 
CONSENT OF ALLEN & MAJOR ASSOCIATES, INC. IS STRICTLY 
PROHIBITED. 


ALL LANDSCAPED AREAS WITH SHRUBS, TREES, AND PERENNIALS TO 
HAVE 18” MINIMUM DEPTH OF TOPSOIL. EIGHTEEN INCHES OF 
TOPSOIL AROUND TREES AND SHRUBS DOES NOT INCLUDE AMENDED 
PLANTING SOIL WITHIN TREE / SHRUB PIT FOR FULL DEPTH OF 
ROOTBALLS. SEE PLANTING DETAILS FOR PLANTING DEPTH AT 
SHRUBS AND TREES. ALL AREAS OF LOAM AND SEED OR LOAM & 
SOD TO HAVE 6” MINIMUM DEPTH OF TOPSOIL. TOPSOIL TO BE 
TESTED BY CONTRACTOR, AND APPROVED BY A&M PRIOR TO 
PURCHASE AND OR PLACEMENT. GENERAL CONTRACTOR, DEMOLITION 
CONTRACTOR, AND LANDSCAPE CONTRACTOR TO COORDINATE PROPER 
DEPTH OF EXISTING MATERIAL REMOVAL ACROSS SITE SO THAT 18” 
MINIMUM AND 6” MINIMUM DEPTHS OF PROPOSED TOPSOIL NOTED 
ABOVE ARE MET AT NO ADDITIONAL COST TO OWNER. SEE TOPSOIL 
DETAIL. 


GRAPHIC SCALE 


10 (0) 5 10 20 


40 


a 9 


( IN FEET ) 
linch = 10 ft. 








REGISTERED LANDSCAPE ARCHITECT FOR 
ALLEN & MAJOR ASSOCIATES, INC. 























DESCRIPTION 
APPLICANT\OWNER: 


2-14 MEDFORD STREET, LLC 
455 MASSACHUSETTS AVE, STE 1 
ARLINGTON, MA 02474 


PROJECT: 


455-457 


MASSACHUSETTS AVE 
ARLINGTON, MA 02476 





PROJECT NO. 2729-03 | DATE: 8/20/2021 


SCALE: DWG. NAME: 2729-03 





DESIGNED BY: JG,BCD | CHECKED BY: ARM/BDJ 


PREPARED BY: 


ALLEN & MAJOR 
ASSOCIATES, INC. 


civil engineering land surveying 
environmental consulting «landscape architecture 
www.allenmajor.com 


100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 935-6889 
FAX: (781) 935-2896 


WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 


THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
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LANDSCAPE PLAN L-101 
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LANDSCAPE NOTES 
ie 


ALL WORK SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE TOWN OF 
ARLINGTON, MA. 





eoag See W REMOVE ARBORKNOT AFTER ONE 
2. PLANTING PLAN IS DIAGRAMMATIC IN NATURE. FINAL PLACEMENT OF PLANTS TO BE LANDSCAPE ts a a NOTES 
gt nS tence tee Mee Oe We Baer TYPE i \ GY ARBORKNOT BY DEEP ROOTS OR 1. TREES SHALL BEAR SAME RELATIONSHIP TO FINISH GRADE AS IT BORE 
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING ALL UTILITY COMPANIES, ANY NYA pee heer neon TO NURSERY OR FIELD GRADE. ROOT FLARE SHALL BE 2” ABOVE 
PERMITTING AGENCIES, AND "DIG-SAFE” (1-888-344-7233) AT LEAST 72 HOURS IN WY FINISH GRADE. REMOVE SOIL FROM TRUNK FLARE OF TREE TO 
ADVANCE OF ANY WORK THAT WILL REQUIRE EXCAVATION. CONTRACTOR SHALL NOTIFY THE OFFSITE COMPACTED WY DETERMINE ACTUAL TOP OF ROOTBALL AREA. 
OWNERS REPRESENTATIVE OF NAY CONFLICTS IN WRITING. i ieee Ww hs LOE 3” BARK MULCH IN SAUCER 
WWE ‘ . INSTALL THREE GUYS PER TREE; EQUALLY SPACED AROUND BALL. 
4. NO PLANT MATERIAL SHALL BE INSTALLED UNTIL ALL GRADING AND CONSTRUCTION HAS LANDSCAPE (NO STONES WIZ oa 
BEEN COMPLETED IN THE IMMEDIATE AREA, ANY TREES NOTED AS "SEAL OR SELECTED ede ae Nore LARGER WK . ATTACH GUYS AT 2/3 HEIGHT OF TREE. 
SPECIMEN” SHALL BE TAGGED AND SEALED BY THE LANDSCAPE ARCHITECT. 2 THAN 3/8") Y \ ys oth WARNING FLAG 18” ABOVE FINISH 
te Siac \\ WG dl GRADE . BACKFILL WITH PLANTING MIX. PLANT MIX TO BE: 50% NATIVE TOPSOIL, 
5. ALL TREES SHALL BE BALLED AND BURLAPPED (B&B) UNLESS OTHERWISE NOTED OR \« > FINISH GRADE 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% PEAT 
! SUBGRADE SOILS WOOL” MOSS, 10% SAND 
APPROVED BY THE OWNER’S REPRESENTATIVE AND LANDSCAPE ARCHITECT. —_ Li \ , 10% 
\. . \S \\ (] A 
NEY Zs SET ANGLE OF GUYS TO ENTER . ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER WHEN 
: PLANS. SHALL “GOVERN OVER PLANT LIST. TI a ieee aan Wows GIA Ke GROUND AT LIMIT OF BRANCH PLANT HOLES ARE 50% FILLED AND WATER THOROUGHLY AT 
TEXTURE CLASS  % OF TOTAL WEIGHT SSN — . eaten 
7. ANY PROPOSED PLANT SUBSTITUTIONS MUST BE APPROVED IN WRITING BY OWNER’S SAND 45% — 65% Y) 
S, STEEL EYE STAKES BY DEEP ROOTS 
15% — 35% g . 
REPRESENTATIVE AND LANDSCAPE ARCHITECT. ay ee 7 aa ELSPA OR APPROVED EQUAL 
. “ ROOTBALL] . 
8. ALL PLANT MATERIALS INSTALLED SHALL MEET THE GUIDELINES ESTABLISHED BY THE > SERRE MD 
STANDARDS FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION OF “QI PLANTING SOIL MIX: BACKFILL IN LOOSE 
NURSERYMEN. %_PASSING i LIFTS OF 6”—8” DEPTH. SETTLE WITH 
100 THOROUGH WATERING. SEE NOTES 3&4. 
9. ALL PLANT MATERIALS SHALL BE GUARANTEED FOR ONE YEAR FOLLOWING DATE OF 85-100 ROOTBALL 
ACCEPTANCE. 60-85 a CUT AND REMOVE BURLAP AND 
, 58-60 WIRE BASKETS ENTIRELY. 
10. ALL DISTURBED AREAS NOT OTHERWISE NOTED SHALL RECEIVE 6” OF SUITABLE 10-35 


LOAM & SEED LAWNS WITH 3:1 OR GREATER SLOPES SHALL BE PROTECTED LESS THAN 5% 
WITH AN EROSION CONTROL BLANKET. 


EVERGREEN TREE DETAIL 
11. ANY FALL TRANSPLANTING HAZARD PLANTS SHALL BE DUG IN THE SPRING AND NOTES: reat —__(1) 
STORED FOR FALL PLANTING. 1. TOP OF LOAM (TOPSOIL) IS FINISH GRADE. 



































12. TREES SHALL HAVE A MINIMUM CALIPER AS INDICATED ON THE PLANTING 2. ALL TOPSOIL (BOTH ONSITE AND OFFSITE SOURCES) SHALL BE 
SCHEDULE TAKEN ONE FOOT ABOVE THE ROOT CROWN. COMPOSED OF A NATURAL, FERTILE, FRIABLE SOIL TYPICAL OF 
CULTIVATED TOPSOILS OF THE LOCALITY. OFFSITE SOIL SHALL BE 
13. ALL PLANT BEDS AND TREE SAUCERS TO RECEIVE 3” OF PINE BARK MULCH. Pea ool Wt Aone  e EEOUIRGD 70 A CHIE 
GROUND COVER AREAS SHALL RECEIVE 1” OF PINE BARK MULCH 
PARTICLE DISTRIBUTION AND ORGANIC CONTENT BELOW. TOPSOIL 
14. ALL DECIDUOUS TREES ADJACENT TO WALKWAYS AND ROADWAYS SHALL HAVE A Seca ee Ba tere ce Se at Vy} y 
BRANCHING PATTERN TO ALLOW FOR A MINIMUM OF 7’ OF CLEARANCE BETWEEN , , ? 2 NOTES: 
THE GROUND AND THE LOWEST BRANCH LUMPS, ROOTS, OTHER OBJECTIONABLE, EXTRANEOUS MATTER OR (2) MIN. 2” X 2” X 8 \ ARBOR TIES BY DEEP ROOTS 
DEBRIS NOR CONTAIN TOXIC SUBSTANCES. WOOD POSTS FOR “Vb, OR APPROVED EQUAL 1. ALL TREES SHALL HAVE THE SAME RELATIONSHIP TO FINISH GRADE 
15. ALL TREE STAKES SHALL BE STAINED DARK BROWN. TREES UNDER 3” CA Z-REMOVE STAKES AFTER ONE AFTER PLANTING AS THEY HAD AT THE ORIGINAL NURSERY SETTING. 
- THE CONTRACTOR SHALL PROVIDE THE OWNER / LANDSCAPE ZY GROWING SEASON ROOT FLARE SHALL BE 2” ABOVE FINISH GRADE. REMOVE SOIL FROM 
16. CONTRACTOR RESPONSIBLE FOR WATERING, AND RESEEDING OF BARE SPOTS UNTIL ARCHITECT WITH TOPSOIL TEST RESULTS (RECOMMEND UMASS — : NY US TRUNK FLARE OF TREE TO DETERMINE ACTUAL ROOTBALL AREA. 
A UNIFORM STAND OF VEGETATION IS ESTABLISHED AND ACCEPTED. AMHERST SOIL TESTING LAB) FOR APPROVAL PRIOR TO OBTAINING AND 10’-0” FOR TREES > 3” CAL. WS 
PLACING THE SOIL. IF ANY TOPSOIL IS PURCHASED OR PLACED 8’0” FOR TREES 3” CAL. AND 3” BARK MULCH . BACKFILL WITH PLANTING MIX. PLANT MIX TO BE: 50% NATIVE TOPSOIL, 
17. ALL PARKING ISLANDS PLANTED WITH SHRUBS SHALL HAVE 24” OF TOP SOIL. PRIOR TO APPROVAL BY OWNER / LANDSCAPE ARCHITECT, IT IS AT UNDER ‘ 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% PEAT 
FINISH GRADE SHALL BE EQUAL TO THE TOP OF CURB. CONTRACTORS RISK, AND IT CAN BE REMOVED AT NO ADDITIONAL 4” EARTH SAUCER WITH MOSS, 10% Te ) REGISTERED LANDSCAPE ARCHITECT FOR 
COST TO THE OWNER. IF THE PLANTING SOIL (BOTH ONSITE AND 6” MIN. TOPSOIL; _ f___BARK MULCH ALLEN & MAJOR ASSOCIATES, INC. 
18. SOIL SAMPLES, TESTS, AND SHOP DRAWINGS SHALL BE PROVIDED TO THE OFFSITE SOURCES) DOES NOT FALL WITHIN THE REQUIRED SIEVE NEW OR EXISTING — See SPR ee . ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER WHEN 
LANDSCAPE ARCHITECT OR THE OWNER FOR APPROVAL PRIOR TO CONSTRUCTION. ANALYSIS, TEXTURAL CLASS, ORGANIC CONTENT, OR PH RANGE, IT 2 SS PLANT HOLES ARE 50% FILLED AND WATER THOROUGHLY AT 
SHALL BE ADJUSTED TO MEET THE SPECIFICATIONS THROUGH THE PLANTING MIX | i‘ COMPLETION. 
19. AN MINIMUM 18” WIDE BARRIER OF 1” GRAY OR TAN PEASTONE SHALL BE ADDITION OF SAND, COMPOST, LIMESTONE, OR ALUMINUM SULFATE TO BACK FILL SEE cel aa ES 
INSTALLED IN ALL PLANT BEDS WHICH ABUT THE BUILDINGS WITH FLAMMABLE BRING IT WITHIN THE SPECIFIED LIMITS AT NO ADDITIONAL COST TO NOTE 2 &3. , 
EXTERIOR MATERIAL. NO MULCH IS ALLOWED WITHIN 18” OF THIS BUILDING THE OWNER. 3X DIA. OF | 
MATERIAL PER THE LATEST EXECUTIVE OFFICE OF PUBLIC SAFETY AND SECURITY UNDISTURBED SOIL ROOTBALL 
DEPARTMENT OF FIRE SERVICES REGULATION (527 CMR 17.00). INSTALL 6” DEEP - TOPSOIL SHALL HAVE A PH VALUE BETWEEN 5.5 AND 6.5. TOPSOIL WITH SLOPED 
OF PEASTONE WITH MIRAFI WEED FABRIC BENEATH AND STEEL EDGING BETWEEN SHALL CONTAIN BETWEEN 4% AND 8% ORGANIC MATTER OF TOTAL DRY ROOTBALL SIDES 
THE PEASTONE AND ADJACENT MULCH BED. WEIGHT AND SHALL CONFORM TO THE FOLLOWING GRADATION AND 
TEXTURE CLASS ABOVE. ¢ DESCRIPTION 
20. ALL PROPOSED LANDSCAPE AREAS INCLUDING MOWED LAWNS, TREES, SHRUB ROOTBALL APPLICANT\OWNER: 
BEDS, AND PERENNIALS SHALL BE PROVIDED WITH WATER EFFICIENT 
UNDERGROUND IRRIGATION. DESIGN AND INSTALLATION OF IRRIGATION SYSTEM TO TOPSOIL FOR LAWN, TREES, SHRUBS, & PERENNIALS ga REINFORCED RUBBER HOSE 2-14 MEDFORD STREET, LLC 
BE PERFORMED BY AN APPROVED IRRIGATION DESIGN BUILD CONTRACTOR OR BY > SCALE < 455 MASSACHUSETTS AVE. STE 1 
AN APPROVED EQUAL, TO BE DETERMINED BY THE OWNERS REPRESENTATIVE AND T= ¢. TREE PIT ; 
LANDSCAPE ARCHITECT. IRRIGATION SYSTEM IS TO BE DESIGNED FOR EFFICIENT NO ARLINGTON, MA 02474 
WATER USAGE INCLUDING: USE OF DRIP IRRIGATION FOR SHRUBS AND a 3 POSTS FOR ALL TREES 
PERENNIALS, IRRIGATION SYSTEM WITH HEAD—TO—HEAD COVERAGE, A CENTRAL 3” CALIPER & OVER PROJECT: 
SHUT-OFF VALVE, AND A RAIN SENSOR TO SHUT OFF IRRIGATION DURING RAIN $ I DA 
EVENTS. ++] 455-457 
ROOTBALL DECIDUOUS TREE PLANTING DETAIL 
WITH SLOPED SIDES NOT TO SCALE MASSACH USETTS AVE 
ARLINGTON, MA 02476 
NOTES: PROJECT NO. 2729-03 | DATE: 8/20/2021 
1. ALL SHRUBS SHALL HAVE THE SAME RELATIONSHIP TO FINISH GRADE 
TREE: PRIFONE AFTER PLANTING AS THEY HAD AT THE ORIGINAL NURSERY SETTING. SCALE: NTS | DWG. NAME: C2729-03 
SET SHRUB 1”—2” ABOVE FINISH GRADE. 
. BACKFILL WITH PLANTING MIX. PLANT MIX TO BE: 50% NATIVE DESIGNED BY: JG,BCD | CHECKED BY: ARM/BDJ 
eta seaee TOPSOIL, 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% —— 
PEAT MOSS, 10% SAND. 
ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER 
WHEN PLANT HOLES ARE 50% FILLED AND WATER THOROUGHLY AT 
COMPLETION. 
ce eee 4. SHRUB BEDS TO HAVE 24” MIN. OF CONTINUOUS PLANTING SOIL. 
ee OF TREE TRUNK 
ADJUST FOR FIELD CONDITIONS \f ALLE N & MAJ O R 
NOTE: ANY 72 
NOTE WWF ASSOCIATES, INC. 
- CONSTRUCTION FENCE TO BE "VISUAL BARRIER FENCE” AS MANUFACTURED 3” BARK MULCH REMOVE SOIL FROM vil ; ; land ; 
BY EXXON CHEMICAL COMPANY ATLANTA, GA; "KONTROL SAFETY FENCE” AS vr STEMS TO DETERMINE aie ee . ee a : 
MANUFACTURED BY MIRAFI, CHARLOTTE, N.C. OR APPROVED EQUAL. seas Saneas pf, WHERE ROOT AREA ee ee ee 
2. IF GROUPS OF TREES ARE TO BE PROTECTED, EXTEND FENCE AROUND : os a see 100 COMMERCE WAY, SUITE 5 
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